
NTE619
Silicon Rectifier, Ultra Fast

Description:
The NTE619 is a silicon rectifier designed for use in switching power supplies, inverters and as a free
wheeling diode.

Features:
� Ultra Fast 50ns Recovery Time
� Low Forward Drop
� Low Leakage Current
� High Temperature Glass Passivated Junction

Absolute Maximum Ratings:
Peak Repetitive Reverse Voltage, VRRM 600V. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Working Peak Reverse Voltage, VRWM 600V. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
DC Blocking Voltage, VR 600V. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
RMS Reverse Voltage, VR(RMS) 420V. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Average Rectifier Forward Current, IO 5A. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Non–Repetitive Peak Surge Current, IFSM

(Surge Applied at Rated Load Conditions, hafl–Wave, Single Phase, 60Hz) 75A. . . . . . . . . . 
Operating Junction Temperature Range, TJ –65° to +175°C. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Storage Temperature Range, Tstg –65° to +175°C. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Electrical Characteristics:
Parameter Symbol Test Conditions Min Typ Max Unit

Instantaneous Forward Voltage VF IF = 5A – – 1.5 V

Instantaneous Reverse Current IR VR = 600V, TC = +150°C – – 50 µA

VR = 600V, TC = +25°C – – 5 µA

Junction Capacitance CP VR = 4V, f = 1MHz – 170 – pF

Reverse Recovery Time trr IF = 1A, di/dt = 50A/µs – 50 – ns

Color Band Denotes Cathode
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